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8-Seater Wagon GLS 5-, 6-Seater Window Van GL 2-, 3-Seater Window Van GL

LINE UP & DIMENSIONS
Type Wagon Cargo Van
Suspension Front MacPherson Strut type MacPherson Strut type

Rear Rigid Axle 5-link Leaf Spring

Transmission Manual Automatic
Engine 2.4 MPI A-2.5 CRDi 2.4 MPI A-2.5 CRDi
Gear Ratio 1st 4.271 4.393 2.804 3.730

2nd 2.283 2.306 1.531 2.308
3rd 1.414 1.356 1.000 1.519
4th 1.000 1.000 0.705 1.000
5th 0.814 0.763 – 0.840
Reverse 3.814 4.632 2.393 2.740

Final Gear Ratio 4.222 3.615 4.222 2.929
Lubricant Oil Capacity ( litre) 1.95 3.2 8.3 10

SPECIFICATIONS

Type Model Wagon Cargo Van
Seat Capacity 8 6 5 3 2

Exterior (mm) Overall Length 5,125 5,125
Overall Width 1,920 1,920
Overall Height 1,935 1,925
Wheel Base 3,200 3,200
Wheel Tread Front : 1,685   Rear : 1,660 Front : 1,685   Rear : 1,660
Over Hang Front : 855   Rear : 1,070 Front : 855   Rear : 1,070

Ground Clearance (mm) 190 190
Fuel Tank Capacity (litre) 75 75
Cargo (mm) Length 851 2,375 ← 1,585 ←

Width 1,591 1,620 ← ← ←

Height 833 1,350 ← ← ←

Capacity (litre) 851 2,500 ← 4,308 ←

Seat Arrangement 2/3/3 3/3 2/3 3 2

ENGINE

Type 2.4 MPI A-2.5 CRDi

General Hydraulic, power-assisted braking system with pressure proportioning valve
Front Brake type 16-inch ventilated disc, 2 port-caliper brake with pad wear warning device. DISC : Ø300 x 30t
Rear Brake type 16-inch ventilated disc with Ø210 drum in-hat parking brake system,

1 port-caliper brake with pad wear warning device. DISC : Ø324 x 18t

Booster Size / Type 9”+10” / Tandem 
Cylinder diameter 26.99

Displacement (cc) 2,359 2,497
Bore x Stroke (mm) 88.0 x 97.0 91.0 x 96.0
Compression Ratio 10.5 17.6
Max. Power (kW/rpm) 128.4 / 6,000 125 / 3,800
Max. Torque (Nm/rpm) 227.7 / 4,200 392 / 2,000~2,500

DRIVE TRAIN

SUSPENSION

BRAKES

DIMENSIONS

* On leaded fuel engines, power & torque figures vary in accordance with local fuel and climate characteristics.
* Please ask your dealer for available engines.

STEERING WHEEL
Type Hydraulic Power Assisted, Rack & Pinion
Overall Steering Gear Ratio 15.61
Steering Wheel Turn (lock to lock) 3.57
Minimum Turning Radius (m) 5.61

Some of the equipment illustrated or described in this leaflet may not be supplied as standard equipment and may be available at extra cost. 
Hyundai Motor Co. reserves the right to change specifications and equipment without prior notice.
The color plates shown may vary slightly from the actual colors due to the limitations of the printing process. 
Please consult your dealer for full information and availability on colors and trim.

Ceramic White  NAA

Dynamic Yellow  NFA

Sleek Silver  NCA

Lime Green  NJA

Soft Beige  MZ

Super Red  NGA

Blue Diamond  NEA

Gray Titanium  NDA

Blue Sapphire  NHA

Space Black  NBA

Indigo Blue  KB



People on the move...in style
The H-1 is also the answer when delivering people takes priority over packages. The eight-seater wagon

is at home in a variety of business and leisure roles – as a hotel shuttle, for tourists on sight-seeing trips or

for taking sports club members (and their gear) to the big event. They will travel in considerable style.

Hyundai’s designers have created an interior equal of those in most of today’s high class passenger cars.

The quality, fit and finish is a testament to their achievements.

Power Window Controls Multi Switch Panel Back Seat Pocket

Sliding-seat 
Passengers wanting access to and from the rearmost seats of the
wagon are helped by the sliding facilities of the middle row of seats.

Air conditioning system 
All the controls for the comprehensive air conditioning system are
conveniently located on the central console. The neat and simple
layout is symbolic of the high design values that went into the H-1.

No need to get hot and bothered
The powerful air conditioning system has been re-engineered in
order to incorporate roof-mounted air vents each side for the added
comfort of passengers seated in the rear.



The van with it all
The latest H-1 is a practical, hard-working tool of commerce designed by Hyundai to meet your transport

requirements. The specification revolves around a spacious cargo compartment with first-class access

thanks to the sliding door each side and twin rear doors. The two- or three-seater (below left) is for

operators who need maximum carrying capacity, while the five- or six-seater (left) is for those who need

to combine cargo capacity with extra passenger space. Low running costs, high refinement and the

dependability of Hyundai make the H-1 a trusted business partner. Let’s get to work!

Plenty of room for everything 
With packages to collect here and to deliver there
– always against the clock, always with the
utmost reliability – the H-1 is the right choice for a
variety of work or leisure purposes. They key is the
cargo compartment, a giant box more than 2.37
metres long, 1.62 metres wide and 1.35 metres
high (upper illustration). Even in the version with a
second row of seats (lower illustration), the load
area is more than 1.58 metres in length, which
leaves plenty of space for professional working
equipment, sports gear or holiday luggage.

2-, 3-Seater Cargo Van

5-, 6-Seater Cargo Van

Security guards 
The rear side windows of vans with two rows of seats can be
equipped with a pair of stout steel bars in order to deter the theft of
items in transit in the cargo compartment.

Open for business 
The van’s practicality starts here. Its cargo area can be accessed via a
pair of swing doors at the rear. Both doors have regular 90 degree
openings, which a single touch mechanism can convert to 180 degree
openings for even better access.

6-Seater Cargo Van

3-Seater Cargo Van



Dual airbags
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A-2.5 CRDi Engine 2.4 MPI Engine

Delivering performance and refinement...
The use of a thoroughly modern diesel engine gives the H-1 a lively performance, some

excellent fuel economy returns and low emissions levels. This high degree of flexibility on

the road is matched by remarkable mechanical refinement and driving ease, great vehicle

dynamics and an impressive list of comfort and convenience equipment. And, in typical

Hyundai tradition, the vehicle has an admirable aversion to any time spent in the

workshop.

A-2.5 CRDi Engine
125kW (170ps) @ 3800 rpm and 392Nm (40kg.m) @ 2000~2500 rpm

2.4 MPI Engine
128.4kW (174.6ps) @ 6000 rpm and 227.7Nm (23.2 kg.m) @ 4200 rpm

Where the H-1 gets its go
There’s nothing like a diesel to deliver the pulling power at low engine speeds required by any commercial vehicle. When that
engine is a modern 2.5-litre fitted with a variable geometry turbocharger and common rail fuel injection, the results are world-
class. Installed in the H-1, the CDRi engine has a power output of 125 kW (170 ps) at 3,800 rpm and torque of 392 Nm (40 kg.m)
at 2,000~2,500 rpm.

...as well as safety and quality
For Hyundai, top safety and quality standards in its vehicles begin with computer-aided

engineering. The results are confirmed – and then confirmed again – in test laboratories

long before any manufacturing lines begin to roll. The H-1 is the typical end product of this

painstaking process. It has a structurally robust and reliable body/chassis unit, suspension

that can cope with almost everything, electronics to control stability and braking, and air

bags for the front seat occupants.

Safe at speed
Hyundai carefully developed the steering and suspension to ensure the H-1 is
easy and safe to handle. The vehicle is aided around tricky bends and under
braking by its electronic stability programme (ESP) and anti-lock brakes (ABS).
These sophisticated systems overcome tyre slip, wheel spin and locking brakes.

5.6m

Comfort zone
The suspension is a remarkably flexible design, with
MacPherson struts at the front and five-link coil
springs (wagon) or leaf springs (van) at the
rear. The combination is sufficiently
robust to cope when the vehicle is
fully laden, yet remains compliant
enough to provide the occupants
with a comfortable ride whatever the
load – or road.

Moving up a gear
Hyundai specifies a beefy manual transmission with five forward speeds to
handle all that engine torque (see left), with the transmission’s slick gear lever
handily located on the new centre console. For reasons of vehicle balance,
traction and heavyweight cargo carrying, the final drive is via the rear wheels.

Disc brakes
Large and powerful disc brakes (16”) are available on the rear wheels as well as those on
the front. They provide the high level of stopping performance required when a wagon or
van is fully laden.

Manoeuvres made easy
Tight corners in city centres or on small country roads are
no challenge to the H-1 driver. Despite having a length in
excess of five metres, the vehicle’s turning circle is no
more than 5.6 metres.

5-Speed Manual Transmission


